
3686

ACCIAIO ZINCATO
GALVANIZED STEEL
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DIM
dxg [mmxin.]

CODE
DIM MAX 

LxHxP [mm]
L1

[mm]
L2

[mm]
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[mm]
R

[mm]

PACK [UMV]

V3

40x1”1/4 3686040005001 548x823x54 802 328 199 166 10

50x1”1/2 3686050006001 649x825x66 792 411 214 205 8

63x2” 3686063007001 670x869x79 829 406 234 265 5

3696

ACCIAIO ZINCATO RICOPERTO DI PE
PE COVERED GALVANIZED STEEL
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DIM
dxg [mmxin.]

CODE
DIM MAX 

LxHxP [mm]
L1

[mm]
L2

[mm]
L3

[mm]
R

[mm]

PACK [UMV]

V3

25x3/4” 3696025003001 426x869x41 848 229 181 104 14

32x1” 3696032004001 479x843x48 819 271 189 129 12

40x1”1/4 3696040005001 550x830x56 802 328 199 166 10

50x1”1/2 3696050006001 651x825x66 792 411 214 205 8

63x2” 3696063007001 672x869x79 829 406 234 265 5
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Fino ad esaurimento scorte
Until exhaustion of stock

PE100/SDR 11 - S5 Gas - PN 16 20°C

PE100 - ¢$�11 - ¢̊
���¶�͙ PA� ͬPNͭΨ1̋ Āar 20φ�
B�¢͙ itPΨ10 Āarͤ In Italia itPΨ̊ Āar ͬ$͟i͟ 2̉ͥ11͚ͥ̍̉ $͟i͟ 1̋ͥ̉ ͥ200̍ e successiƵe modiǙcĮeͭ

PE100 - ¢$�11 - ¢̊
Î�¯E�͙ PA� ͬPNͭΨ1̋ Āar 20φ�
B�¢͙ itPΨ10 Āarͤ in ItalƼ itPΨ̊ Āar ͬ$͟i͟ 2̉ͥ11͚ͥ̍̉ $͟i 1̋ͥ̉ ͥ200̍ and ĦurtĮer modiǙcationͭ

PE100/SDR 11 - S5 Gas - PN 16 20°C

PE100 - ¢$�11 - ¢̊
���¶�͙ PA� ͬPNͭΨ1̋ Āar 20φ�
B�¢͙ itPΨ10 Āarͤ In Italia itPΨ̊ Āar ͬ$͟i͟ 2̉ͥ11͚ͥ̍̉ $͟i͟ 1̋ͥ̉ ͥ200̍ e successiƵe modiǙcĮeͭ

PE100 - ¢$�11 - ¢̊
Î�¯E�͙ PA� ͬPNͭΨ1̋ Āar 20φ�
B�¢͙ itPΨ10 Āarͤ in ItalƼ itPΨ̊ Āar ͬ$͟i͟ 2̉ͥ11͚ͥ̍̉ $͟i 1̋ͥ̉ ͥ200̍ and ĦurtĮer modiǙcationͭ

Giunto di transizione in acciaio-PE filettato maschio, zincato - Steel to PE transition fitting, male threaded, galvanized 
- ]oint de transition en acier-PE fileté míle, zingué - Racor de transición acero-PE, roscado macho, cincado - 
Übergangsstück Stahl PE mit Aussengewinde, verzinkt - Oцинкованная переходная муфта сталь-полиэтилен с 
наружной резьбой

Giunto di transizione in acciaio-PE filettato maschio, rivestito - Steel to PE transition fitting, male threaded, covered 
- ]oint de transition en acier-PE fileté míle, revētu - Racor de transición acero-PE roscado macho, revestido - 
Übergangsstück Stahl PE Aussengwinde, beschichtet - Переходная муфта сталь-полиэтилен с наружной резьбой 
с защитным покрытием
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